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(f) All piping, valves, and fittings 
shall be securely supported, and where 
necessary, protected against injury. 

(g) Drains and dirt traps shall be 
fitted where necessary to prevent the 
accumulation of dirt or moisture. 
Drains and dirt traps shall be located 
in accessible locations where possible. 

(h) Piping shall be used for no other 
purpose except that it may be incor-
porated with the fire-detecting system. 

(i) Piping passing through living 
quarters shall not be fitted with drains 
or other openings within such spaces. 

(j) Installation test requirements are: 
(1) Upon completion of the piping in-

stallation, and before the cylinders are 
connected, a pressure test shall be ap-
plied as set forth in this paragraph. 
Only carbon dioxide or other inert gas 
shall be used for this test. 

(2) The piping from the cylinders to 
the stop valves in the manifold shall be 
subjected to a pressure of 1,000 pounds 
per square inch. With no additional gas 
being introduced to the system, it shall 
be demonstrated that the leakage of 
the system is such as not to permit a 
pressure drop of more than 150 pounds 
per square inch per minute for a 2- 
minute period. 

(3) The individual branch lines to the 
various spaces protected shall be sub-
jected to a test similar to that de-
scribed in the preceding subparagraph 
with the exception that the pressure 
used shall be 600 pounds per square 
inch in lieu of 1,000 pounds per square 
inch. For the purpose of this test, the 
distribution piping shall be capped 
within the space protected at the first 
joint ahead of the nozzles. 

(4) In lieu of the tests prescribed in 
the preceding paragraphs in this para-
graph, small independent systems pro-
tecting spaces such as emergency gen-
erator rooms, lamp lockers, chemical 
storerooms, etc., may be tested by 
blowing out the piping with air at a 
pressure of at least 100 pounds per 
square inch. 

§ 193.15–16 Lockout valves. 
(a) A lockout valve must be provided 

on any carbon dioxide extinguishing 
system protecting a space over 6,000 
cubic feet in volume and installed or 
altered after [July 9, 2013. ‘‘Altered’’ 
means modified or refurbished beyond 

the maintenance required by the manu-
facturer’s design, installation, oper-
ation and maintenance manual. 

(b) The lockout valve must be a 
manually operated valve located in the 
discharge manifold prior to the stop 
valve or selector valves. When in the 
closed position, the lockout valve must 
provide complete isolation of the sys-
tem from the protected space or spaces, 
making it impossible for carbon diox-
ide to discharge in the event of equip-
ment failure during maintenance. 

(c) The lockout valve design or lock-
ing mechanism must make it obvious 
whether the valve is open or closed. 

(d) A valve is considered a lockout 
valve if it has a hasp or other means of 
attachment to which, or through 
which, a lock can be affixed, or it has 
a locking mechanism built into it. 

(e) The master or person-in-charge 
must ensure that the valve is locked 
open at all times, except while mainte-
nance is being performed on the extin-
guishing system, when the valve must 
be locked in the closed position. 

(f) Lockout valves added to existing 
systems must be approved by the Com-
mandant as part of the installed sys-
tem. 

[USCG–2006–24797, 77 FR 33893, June 7, 2012] 

§ 193.15–17 Odorizing units. 

Each carbon dioxide extinguishing 
system installed or altered after July 
9, 2013, must have an approved odor-
izing unit to produce the scent of win-
tergreen, the detection of which will 
serve as an indication that carbon di-
oxide gas is present in a protected area 
and any other area into which the car-
bon dioxide may migrate. ‘‘Altered’’ 
means modified or refurbished beyond 
the maintenance required by the manu-
facturer’s design, installation, oper-
ation and maintenance manual. 

[USCG–2006–24797, 77 FR 33893, June 7, 2012] 

§ 193.15–20 Carbon dioxide storage. 

(a) Except as provided in paragraph 
(b) of this section, the cylinders shall 
be located outside the spaces protected, 
and shall not be located in any space 
that might be cut off or made inacces-
sible in the event of a fire in any of the 
spaces protected. 
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